2009 -2010

GFS

Catalog

Crear

Turbidity Standards &
Instrumentation

High quality, EPA Approved Standards
A Non-Toxic
ANIST®& Traceable

A No dilutions or mixing



Page2 To Order Call: 1800-858-9682

Creating Solutions for Chemists for 80 Years!

GFES Chemicals Customer Service Guarantee:

Major credit cards accepted: MasterCard, Visa, American Express
Convenient hours: Monday to Friday, 8am to 5:30pm EST

Order by phone, fax, or-mail

Personalized service-You'll like our people!

Technical assistance readily available

Order online at www.gfschemicals.com!

PO Box 245

Powell, OH 43065
www.amcoclear.com
www.turbidimeter.net

www.gfschemicals.com
Phone (U.S. and Canada): 800.858.9682
Phone (International): 740.881.5501
Fax: 740.881.5989
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Introduction

GFS Chemicals IneReliable Chemical Manufacturing for 80 Years!

Since we started manufacturing specialty chemicals in 1928 as The
G. Frederick Smith Chemical Company, customers have learned to
rely on GFS for many good reasons:

e Our original focus on
ligands and reagents -
needed in analytical chem-~ -
istry protocols gave us a
broad understanding of the=
quality control issues that =
impact your lab and busi- E
ness decisions

e  Our seminal development
of chemistry of perchloric
acid and perchlorate salts spawned a tradition of engineering
excellence and emphasis on safety that applies to all of GFS
Chemicals manufacturing.

e Our ability to actually manufacture reagents across the entire
chemical spectrum.

GFS Chemicals added the Amco Cléaand In-Spec® lines to its prod-
uct catalog in 2003 with the purchase of the APS Analytical Stan-
dards. Since this time GFS Chemicals has used its 80 years experi-
ence in manufacturing analytical
lab reagents to further expand
and improve on the products that
we offer in the Amco Cle&and
In-Spe® product lines. The
Amco Clea? product line now
includes standards for most of
today6s common instr.
R&D work is always on going to
bring out new products.
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Amco Clea® Basics

Amco Clea? has several advantages over formazibased standards.

A typical mean particle diameter of 0.2 micron ensures consistent
light scattering characteristics, and provides the advantage of perma-
nent suspension. The GFS turbidity standards are significantly more
stable and, unlike formazifbased standards, can be used for calibra-
tion under one nephelometric unit (NTU). This is important because
the EPA requires turbidity values not to exceed 0.3 NTU for surface
source drinking water. GFS maintains the strictest standards of ISO
9001:2000 conformance.

Advantages
e Accurate to 1% lot to lot

e NIST Traceable
e Stable-a consistent suspension
e Easyto-use - No Mixing and no dilution required

. Non‘:’oxic- No concerns over handling, liability, storage and dis-
posa

e Available in a wide range of values

Amco Clear Guarantee

The primary standards are guaranteed to be within 1% of the
stated value on the Certificate of Analysis for 1 year from the date
of shipment.

The secondary standards are guaranteed to be within 10% of the
stated value on the Certificate of Analysis for 1 year from the date
of shipment.

Precautions for handling and using the Amco Clgastandards
Do not allow the standards to freeze or be expose to ex-
treme heat.
The standards are ready to ugedo not require shaking.
Replace caps promptly on primary standards.
Use a cuvette stand or other glass holder to keep sealed
standards
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Individual Turbidity Standards

GFS Chemicals Inc offers the Amco Cl@gsrimary turbidity standards in

125mL, 250mL, 500mL, 1L and 1 gallon bottles (some standards may not be
available in all sizes). The standards are made instrument specific so instru-
ment make and model must be known in order to verify that the proper stan-
dards are being provided.

Secondary sealed standards may also be offered for use as a daily instrument
calibration verification.

A list is provided on the following pages of the most popular instruments of
which we provide standards for. This is not a complete list of all turbidime-
ters on the market. If you do not see your instrument listed please contact
GFS Chemicals Inc and we will work with you to provide you the correct stan-
dards.

Item #8000fi0.0NTU can work for all instruments and can be used when a
0.02NTU standard is required.




